
CY199D
19” ACTIVE MATRIX TFT DISPLAY

VESA Standard Mounting PointsMounting:

50,000 hoursMTBF:

Anti-glare HardcoatingPanel Treatment:

150º / 135ºViewing Angle (H/V):

8msResponse Time:

700:1Contrast:

TBDEAN Code:

TBDUPC Code:

CONVIENENCE:

BlackColor:

1W x 2 Channel Stereo SpeakersAudio:

User Selectable Color TemperatureVideo:

0º~20º Vertical Adjusting StandTilt:

42W MaximumPower Consumption:

< 1WStandby Mode:

100VAC~240VAC 50/60Hz AutodetectPower Supply:

POWER:

250 cd/m2Brightness:

19” Active Matrix TFT DisplaySize:

GENERAL:

TBD40‘ STD Container:

TBD20‘ STD Container:

CONTAINER LOADING:

TBDMaster Pack Weight:

TBDUnits per Master Pack:

TBDMaster Pack Dimensions:

TBDUnit Pack Weight:

TBDUnit Pack Dimensions:

TBDNet Weight:

TBDNet Dimensions:

WEIGHTS AND DIMENSIONS:

DDC2BCommunications:

(1) DVI-DDigital Input:

(1) D-Sub 15 PinAnalog Input:

JACK PACK:

0.294mm x 0.294mmPixel Pitch:

16.2MColor:

1280 X 1024 SXGA ResolutionResolution:
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